CUTOUT DIMENSIONS FOR BUILT IN GRILLS

A B C

MODELS D E F
WIDTH DEPTH HEIGHT

LUX JLS550 BI 24 3" 18 34" 10” 5" 127 15%2"
LUX JLS7008BI 33” 18 %" 10” 5%” 12”7 152"
SUPREME JSS550 Bl 24 3" 17” 9 %" 5" 12”7 152"
SUPREME JSS700BI 33” 17” 9 %" 57" 12”7 152"
SUPREME JSS8508BI 40” 17”7 9 %" 5%" 12”7 152"

‘B Depth is measured from the finished face of the island/cabinet

C Height is measured from the finished counter top on the island/cabinet

D Minimum distance to rear vertical wall; required to fully open lid (from cutout)

“E/F Minimum distance to rear/sides adjacent vertical combustibles (counter top
MUST be non combustible)

Measurements are subject to change without notice

TECHTIP: Leave the cabinet that the grill head is inserted into open to encourage air flow.
SSVENTs also encourage proper air flow.

Cabinets with Non Combustible Materials (Eg: metal studs, cement board, tiles, marble)
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CUTOUT DIMENSIONS FOR BUILT IN ACCESSORIES

CUTOUT A B
numer  DESCRIPTION o Deprn e sodlibols

1 COCKTAIL 283%" | 24" | 9°+" | There is no overlap trim along the Cocktail Centre’s edge A
2 BIDBLDOORS 28 58" 20”

2 BIDBLDOORS36 35 V2" 20"

2 BICOMBODOOR 29 %" | 21%” | 20%” | Allow 14.5” from cutout to finished material L and R sides
2 BICOMBODOOR36 36%” | 21%” | 20%” Allow 18” from cutout to finished material L and R sides
2 BIDOORS (Horizontal) | 24 12" 17 Va”

3 PAPERHOLDER 15” 7" 9"

3 BIACCESS 81" 81"

3 SS VENT 1M1 %" 31" This is a surface mount

4 ICECHEST 21" 20" 14”

4 JGSB-NG/LP 9” 17" .

7 1GSBDBL 187" 19" Leave these items open below to aIIow.

4 JGSBSEAR 8 %" | 167" space for gas hookups and encourage proper air flow.
5 AZ-20A-1(Ice Maker) | 15%" | 27%"” | 33 %"

5 BC900D-1 (Fridge) 15” 25" 331"

5 BC1600D-1 (Fridge) 247" | 25%2” | 34"

5 FRIDGETRIM 33 34" Two sides only

5 BIDOORSV 17 " 247"

5 BIDOORSSMVT 14" 20 %"

5 DRAWER 2 18” 23" | 13"

5 DRAWER 3 18” 231" 25"

5 SC900D-1 (Bev. Center) [ 15" 25" 33 1"

5 TRASH BIN 18” 23" 25"

NOTE: These dimensions do NOT include plumbing or gas fitting clearances to combustibles.
Measurements are subject to change without notice.
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